
KUBOTA L3200 & L3800 HIGHLIGHTS
Kubota sets the “Standards”  higher than the competition

2 Transmission options DT and HST 
fitting a wider range of customer needs

Full open metal hood with a sleek design Easy to access radiator screen 
and maintenance items

Quick Detach Loader, no tools 
needed to remove or install

2-Lever Type Quick Coupler 
standard on LA524 loader

Rounded boom for better visibility and enclosed 
hydraulic lines for added protection

Wide rounded metal fenders for 
increased operator room and durability

Easy to read instrument panel

Suspension Seat for 
added operator comfort 

Factory backhoe option with 6-position 
mechanical thumb optionUpgraded tool box design

Other features not shown:
• 10 Gallon Fuel Tank
• 31.9 and 37.4 Engine Horsepower
• Cup Holder
• Drawbar Standard
• 10.5 GPM Total Hydraulic Flow



The information processed herein is intended for sales education purposes only and is intended for used of Kubota Tractor Corp., its affiliates, and its independent dealers only. Not to be used for advertising 
purposes.   Competitive comparisons are based on competitive information known at the time of printing. Sources of information include published industry specifications and data. Kubota reserves the right to 
change specifications without notice.

KUBOTA COMPETITIVE WALK AROUND                                                       
L3200/L3800 vs. JD 3032E/3038EL

Other competitive advantages not shown:
• 31.9 and 37.4 Engine Horsepower
• 10.5 GPM Total Hydraulic Flow vs. 9.3 GPM in JD  
3032E/3038E
• Turning radius is 7.9’ with 2wd or 8.2’ with 4wd w/ 
brake applied vs. JD 9.2’
• 3-PT lift capacity is 1,435 Lbs. vs. JD 1,356 Lbs.

The JD 305 loader is manufactured in 
Mexico. The Kubota LA534 is 
manufactured in Jefferson, Georgia.

Deere’s 6.4 Gallon  fuel is just over half 
the capacity of Kubota’s 10.0 gallon fuel 
tank. The operator spends more time in 
the field instead of going to refuel with a 
Kubota L3200/L3800.
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You will find  FLIMSY plastic hood  and 
fenders on the John Deere models.                                                  
The L3200/L3800’s single piece metal 
hood and fenders increase durability.
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The L3200/L3800 engine is 
“Performance Matched” manufactured  
by Kubota. The JD 3032E/3038E is 
equipped with a Yanmar engine.
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4

L3800HST forward maximum travel 
speed is 14.1mph or 13.7% faster 
compared to the JD 3038E at 12.4 mph
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Fixed ROPS limits the space the tractor will 
fit into. Kubota ROPS is foldable and also 
designed to allow more clearance between 
ROPS post and headroom

6

Deere only offers only one transmission type. 
A 2-Range HST model vs. Kubota offers a DT 
gear model and an 3-Range  HST model fitting 
a wider range of applications. The gear model 
is also available in a 2wd  on the Kubota 
models.
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Kubota L3200/L3800 the drawbar is 
standard. A tractor without a drawbar is 
limited to only 3-Pt. Hitch implements.                      
The JD 3032E/3038E drawbar is optional
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JD305 Loader is NOT Quick Attach and hydraulic lines are exposed.  
The Kubota LA534 is Quick Attach, no tools are required to remove 
and reinstall.  Quick loader removal makes it easier for implement 
install. The LA534 loader offers a curved boom design for increased 
visibility and protected hydraulic lines
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John Deere does not offer a factory Backhoe 
option.                                                                           
The Kubota BH77 is “Performance Matched” 
and manufactured in Jefferson, Georgia
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The “Standards” have 
never been set so high!

Nothing runs like a 
Deere, when trying to 
catch up to a Kubota!


