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12 Strand Rope
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True Blue/True White - 12 Strand Climbing Rope

Polyester Construction
Features & Benefits ‘\
 Low Stretch « Maintains Flexibility « Firm X /
« High Strength « Stays Round With Use « Durable \\

PART # /
' TB12120 172X 120 7,300 Lbs \
TB12150  1/2"X150' 7,300 Lbs \

1812200 1/2'X 200 7,300 Lbs

1812600 1/2'X 600 7,300 Lbs /
TW121200  1/27X120 7,300 Lbs ‘\ ~
WI2150  1/2'X150° 7300 Lbs //
TW12200  1/2°X 200 7,300 Lbs /
TW12600  1/2"X 600 7,300 Lbs ‘k\

Arbor Plex - 12 Strand White with Green Tracer
Polypropylene-Polyester Construction

Features & Benefits

- Durable « Works Well in Wet Conditions - Economical
« Snag Resistant  « Has a No-Twist Shape

\K\/\/

AP12120  1/2"X120f 6,000 Lbs
i el Nt i e e e iy B e e N it n R « . AP12600 1/2"X 600’ 6,000 Lbs 2 /
>
T
VALE === YALE CORDAGE ROPE f/

XTC - Yale Cordage 12 Strand
Polyester/"Para-ep” Olefin Construction

Features & Benefits

« Easy to Grip » Good Pound to Weight Ratio  « Low Stretch

« Economical - Stays Round Under Load * Resists Rot & Mildew \
PART # \/
XTT12120 1/2"X 120’ 6,000 Lbs \ '
XITI2150  1/2'X 150 6,000 Lbs f\ /
XTT12200  1/2'X200 6,000 Lbs f /‘
XTT12600 1/2"X 600’ 6,000 Lbs \ \\/\
AW
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Arbor Master - Blue Streak/Gold Streak/MultiColor
Nylon/Polyester Construction w/ Stabilized Nylon Core

Features & Benefits

« Firm « High Visibility - Sized for Easy Grip
- Flexible « Low Stretch « Excellent Knot-Holding 150 lenoths available with
« Heat Resistant « Spliceable at Both Ends Capability 5”5pziff Ey‘i%% ” f]fétmg
of the part number.
PART #

BS12120 1/2"X120°  8,1001bs/6,500 Lbs
BS12150 = 1/2"X 150"  8,100Ibs/6,500 Lbs
BS12200  1/2"X200"  8,100Ibs/6,500 Lbs
BS12600  1/2"X600"  8,100Ibs/6,500 Lbs n
6512120 1/2"X120°  8,100Ibs/6,500 Lbs
6512150 1/2"X150°  8,100Ibs/6,500 Lbs
(512600  1/2"X600"  8,100Ibs/6,500 Lbs

MC12120  1/2"X120°  8,100Ibs/6,500 Lbs
MC12150  1/2"X150°  8,100Ibs/6,500 Lbs '
: , . ' MC12600 1/2"X600°  8,100Ibs/6,500 Lbs

«®®  NEWENGLAND ROPE

NEW ENGLAND ROPES

Safety Blue Core - Solid White/Hi-Vee/Ultra Vee
Polyamide Core w/ Polyester Cover Construction
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« Proprietary “blue” Safety Core « Improved Abrasion Resistance :
- Easy to Splice « Protective Coating Improves
Durability & Grip
NESB12120  1/2"X 120’ 7,000 Lbs
NESB12150  1/2"X 150’ 7,000 Lbs
» NESB12600  1/2"X 600’ 7,000 Lbs :

NEHV12120  1/2"X 120’ 7,000 Lbs B
NEHV12150  1/2"X 150’ 7,000 Lbs -
NEHV12600  1/2"X 600’ 7,000 Lbs =
NEUV12120  1/2"X120' 7,000 Lbs = =
NEUV12150  1/2"X 150’ 7,000 Lbs F £ 5
NEUV12600  1/2"X 600’ 7,000 Lbs =
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16 Strand Rope

YALE CORDAGE ROPE

XTC Fire - 16 Strand Climbing Rope

Polyester Core & Cover Construction

Features & Benefits

« Smoother Cover runs well through cammed devices

« Hi-Visibility

« Professional Grade - Tightest Cover Braid in the industry
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,,,,,, XIC12120  1/2°X120 6,200 Lbs
,,,,,, XICI2150  1/2°X 150 6,200 Lbs
,,,,,, XICI2200  1/2'X 200 6,200 Lbs

XICI2600 /27X 600 6200 Lbs

reLican rRorE PELICAN ROPE

Orange & White - Pelican 16 Strand Climbing Rope
Nylon Core w/ Polyester Cover Construction

Features & Benefits

« Steam Set to Eliminate Cover Over

» High Strength Chemical Resistant
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Core Slippage (Milking) Cover \
« Non-Rotational Nylon Parallel Core ‘(/
- e | PART# | k\/\/
REEREREREPRESR FEREE pow210  1/27X120 8260Lbs R \/ /
A& ' ! L 5 ~POW12150  1/2"X 150’ 8,260 Lbs - // /
g 'l ad ndnd ad ud 2 0} POW12200  1/2"X 200° 8,260 Lbs |
E-’ ’ !’m ' m" ' ' " 77777 POW12600 1/2”X 6001 8,260 LbS fl % //
@ Y Y Y V /
Tensile Strength: Working Load Limit Single Rope Techniques k//\
The maximum stress that (WLL): (SRT): \\
a material can withstand Assigned by the manu- These have long been /
while being stretched or facturer, it is the maximum utilized in the field. Climbers /
pulled before failing or working load a rope can employ a static line system \\
breaking. safely utilize to lift, suspend, by settina a line in place and
A load of 200 pounds rep- or lower a mass without fear y setting np
resents 2% of the strength of breaking or failing. then using a variety of tech- \
of a rope with a breaking niques to climb and descend
strength of 10,000 pounds. the line itself. // /
€ A A y /\/
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24 Strand Rope
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Velocity Cool - Blue, Green & White and Velocity Hot - Red, Orange & White
Nylon Core w/ Polyester Cover Construction

Features & Benefits

- Lightweight « Great for Footlocking « Works Well with Hardware
« Excellent Knot- « Exceptional Access 150’ Ienérths available with a
Holding Capability Line §” spliced eye. Add S to the end
of the part number.
PART #

SV716120 7/16"X 120" 7,400Ibs/6,000 Lbs
SV716150  7/16"X 150" 7,400lbs/6,000 Lbs
SV716200  7/16”X200°  7,400lbs/6,000 Lbs
SV716600  7/16”X600°  7,400Ibs/6,000 Lbs
SH716120  7/16"X 120" 7,400Ibs/6,000 Lbs
SH716150  7/16"X 150" 7,400Ibs/6,000 Lbs
SH716200  7/16"X200"  7,400Ibs/6,000 Lbs
SH716600  7/16"X 600" 7,400Ibs/6,000 Lbs

&3 IR

reican rore PELICAN ROPE

Yellow Jacket - 24 Strand
Dynamic Nylon Core w/ Polyester Cover Construction

Features & Benefits

« Chemical Resistant » Double-ply Braid
- Smooth to Touch - Lightweight Sewn eyes available
on request.
b0 PYI716150  7/16"X 150’ 6,400 Lbs ¢ 4
] PYJ716200  7/16"X 200’ 6,400 Lbs 3
S PYI716600 7/16”X 600" 6,400 Lbs

Weaver Rope and Cambium Saver
Dependable and easy way to protect your climbing rope and tree bark from damage

Features & Benefits

- Leather is formed, sewn and riveted into a tube
shape that'’s easy to feed rope through

« Durable, Lightweight, Easy to use and effective

« Easy to install and remove - simply pull end of
rope to bring device down from tree

« Keeping device installed on rope is suggested

; « Accomodates lines 1/2” to 9/16” or 1 Tmm wide
5 W EAVEE
« QAR

THE ULTIMATE CLIMBING EXPERIENCE 0898400
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Static Kernmantle Rope
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KM-1I™ - Static Kernmantle
Nylon Core & Polyester Cover Construction

\
\

« 32-carrier Polyester Cover -« Torque-free Construction \
« Low Elongation « UV and Abrasion Resistant \\

7
% NEKM716150  7/16"X 150’ 8,000 Lbs \/
NEKM?716200  7/16”X 200° 8,000 Lbs \
NEKM?716600 7/16”X 600° 8,000 Lbs // /
reLican roreE PEIICAN ROPE /f
Static Kernmantle Safety & Rescue Rope \k\

Nylon Core w/ Polyester Cover Construction

Features & Benefits

7
« Chemical Resistant « Firm Yet Flexible ?
« Steam Set to Eliminate Cover Over  « Maximum Energy Absorption S " \
Core Slippage (Milking) EW”D;yfe; auatlanie ‘//
PART # K\/\/
®  PSK716150 7/16"X 150’ 6,217 Lbs w \,
PSK716200 7/16"X 200 6,217 Lbs AP /
PSK716600  7/16”X 600’ 6,217 Lbs Ex < \
A

PSK12150  1/2"X150° 9,818 Lbs \
PSK12200  1/2"X 200’ 9,818 Lbs f
PSK12600 = 1/2"X 600’ 9,818 Lbs - /

Arbormaster® Friction Saver /
Friction saver with anodized aluminum rings k\
Features & Benefits \/

« Installation and retrival from the ground /
- Less bend radius \

- Less friction makes it easier to climb
» Reduced wear to rope

« Rated for human support only

= i

B

Static Kernmantle 10



Rigging Rope
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Pro Master - 3 Strand Rigging Rope
Ultra Blue Polyolefin-polyester 3-strand Construction

Features & Benefits
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« Flexible « Easy to Handle « Excellent Abrasion Resistance
« UV Resistant  « Easy to Splice « High Strength-to-weight Ratio
) PM12150 1/2"X 150’ 6,300 Lbs
& PM12600 1/2"X 600’ 6,300 Lbs
PM58150 5/8X 150’ 8,500Lhs
PM58600  5/8"X 600’ 8,500 Lbs
— PM34150 3/4°X150° 10,900 Lbs
PM34600  3/4"X 600’ 10,900 Lbs

Arbor Plex - 12 Strand Rigging Rope
Polypropylene-polyester 12-strand Construction

Features & Benefits

- Durable « Economical « Works Well in Wet Conditions
» Snag Resistant  « No-twist Stripe

APS8150 5/8"X 150’ 9,000 Lbs

| APS8600 5/8"X 600’ 9,000 Lbs
EaaminSaiea iyl e EREm a0 30 12,000 Lbs
- EA LA AW o AP34600 3/47X600 12,000 Lbs

Stable Braid - Double Braid Rigging Rope
Polyester Corew/ Polyester Cover Construction

Features & Benefits

- Flexible « Easy to Handle « Excellent Abrasion Resistance
« UV Resistant  « Low Stretch - High Strength-to-weight Ratio
son  SB12150 1/2"X150° 10,400 Lbs
SB12200 1/2"X 200" 10,400 Lbs
SB12600 1/2"X 600’ 10,400 Lbs
$B916150  9/16"X 150’ 13,300 Lbs
$B916200  9/16"X 200’ 13,300 Lbs
SB916600  9/16”X 600’ 13,300 Lbs
SB58150 5/8"X150' 16,300 Lbs
SB58600 5/8"X 600’ 16,300 Lbs
/ /{ § RISV AR AR SB34150 3/4"X 150’ 20,400 Lbs e
\ \\ CARTANS QU NN S SB34600 3/4"X 600’ 20,400 Lbs N
AV
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Rigging Rope
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Portland Braid - Double Braid Rigging Rope

Polyester w/ a Two End Per Carrier Cover Construction

Features & Benefits

« Economical « Improved Strengths & Lower Stretch
* High Value » Good Handling & Conformance to Sheaves

YPB58150  5/8"X 150 14,900 Lbs
YPB58200  5/8"X200° 14,900 Lbs
YPB58600  5/8"X 600’ 14,900 Lbs
YPB34150  3/4"X150' 18,000 Lbs
YPB34200  3/4"X 200’ 18,000 Lbs
YPB34600 3/4"X600° 18,000 Lbs

peuican rore PELICAN ROPE

Bull Rope - Double Braid Rigging Rope
Nylon Core w/ Polyester Cover Construction

Features & Benefits

« Urethane Coating -« Resists Abrasions, Sunlight & Chemicals
» Shock Absorbing « High Tensile Strength

TSR PBRSS1S0  5/8"X 150 15,300 Lbs

AR R AR PBRSBI00. /8" X 200 15,300 Lbs

ettt ————— . 11 RN 15,300 Lbs
T AN A TR ST PRR34IS0 3/4°X 150 25,700 Lbs
gl}iy 7 < & PBR34200  3/4"X 200’ 25,700 Lbs
et e i ¥ G i e e S e el S o PBR34600 3/4"X 600 25,700 Lbs

2 SAMSON ROPE

AmSteel® Blue - Winch Line

Dyneema Fiber Construction

Features & Benefits

- Lightweight  « Abrasion Resistant

« High Strength « Superior Wear

- Low Stretch « Superior Flex Fatigue
« Torque Free - Easy to splice

W
ASB38300 3/8"X 300 19,600 Lbs /&/
ASB516300 5/16"X 300 13,700 Lbs \\/)\\\\ /l)\

Rigging Rope 12



