
HRAT6 HRAT8 MODEL WIDTH WEIGHT HP Rating

HRAT6 6' 820 LB 50HP

HRAT8 8' 900 LB

HRAT 10 10' 975 LB 120 HP

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176                                        

1-800-880-0313

FAX: (979) 830-0234

HRAT- 3-POINT HEAVY REAR ANGLE TILT 

BLADE

HRAT10

HRAT will be available in 3 different 

sizes. Category I & II 3-point hitch Quick 

Hitch Compatiable

35 degree angle, 25 degree tilt. 

HP Rating from 50 HP to 120 HP, All 

hydraulics are included

Optional Gauge Wheels for a finer finish, 

Optional End Plates

 Stands Included

 



RA4 RA5 MODEL WIDTH
3-PT 

HITCH
HP Rating

Approx 

Weight

RA4 4' CAT I 30HP 310lb

RA5 5' CAT I 30HP 334lb

RA6 6' CAT I 30HP 350lb

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176                                        

1-800-880-0313

FAX: (979) 830-0234

Quick Hitch Compatible.

 Hitch frame made of 4" sq. tube. Cat.I 

hitch. 2 1/4" pivot shaft.

Quick angle adjustment with pull of 

pin, 7 forward and 7 reverse settings. 

3 PT. REAR       ANGLE BLADE

Rear Angle Blades are reversible for 

use in dragging and pushing. 1/2 X 6" 

high carbon blade is also reversible.

RA6

Shown with Optional Stand

 



LR4 LR5 LR6 LR7

4' 5' 6' 7'

231 lbs. 257 lbs. 285 lbs. 310 lbs.

HLR6 HLR7 HLR8

6' 7' 8'

570 lbs 620 lbs 670 lbs

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

LANDSCAPE RAKES

Shown with Optional Stand.

Quick angle adjustment with pull of pin. 

(Reversible for drag or push.) High carbon steel bolt on tines on 2" centers.

Model LR8

Width 8'

Quick Hitch Compatible.            Tines are 1" wide, 15" long, & 10mm thick.  

Approximate Weight 335 lbs.

HEAVY LANDSCAPE RAKES

Width

Approximate Weight

Model

Quick Hitch Compatible.  Tines are 1 1/2" wide, 1/2" thick, 24" tall & 20" deep.

These rakes have the same heavy duty hitch as our rear blades.

7 Adjustments for forward position; Combination CAT I & II Clevis Hitch

 High carbon steel bolt on tines on approx. 3" centers. Stands Included.

  



   MBB5 MBB6 MBB7

1/2"X6" Reversible

Hinged (Floating)

50-2 wd.

5

50-2 wd.

76

50-2 wd. 

575 lbs.

16"

605 lbs.

Cutting Edge

Approximate Weight

Height of Box 16"16"

635 lbs.

MEDIUM HINGED BACK BOX BLADES

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

The Medium Hinged Back Box Blades have 3/8 plate hitch,

 3/8" thick end plates and a 1/4" thick back plate.

Reversible 1/2" X 6" High Carbon Steel Cutting Edges

 The rear blade is hinged.   Category I & II 3-Point Hitch. (clevis type)

Quick Hitch Compatible.    

Category I&II

MBB6

6'

MBB5 MBB7

7'5'

Number of Shanks

Rear Blade

Model 

Width

3-Point Hitch

HP Rating

 



   HBB6 HBB7 HBB8

Model 

7'

HBB7

Fixed

60-2 wd.

6

60-2 wd.

6'

60-2 wd. 

900 lbs.

Rear Blades

HP Rating

Number of Shanks

HBB6 HBB8

8'Width

740 lbs. 820 lbs.

Cutting Edge

Approximate Weight

1/2"X6" Reversible

87

ArmstrongAg's Heavy Duty Box Blade has 3'8" thick back plate and 

 1/2" thick end plates. Reversible front and rear cutting edges. 

when digging in hard soils. The weight of the box blade also 

The shank bars are  4" deep to help reinforce the scarifier shanks  

Category II  3-point hitch. (clevis type)             Cat II QH Compatible    

helps to increase traction and stability to tractors with front  end loaders.

HEAVY DUTY BOX BLADE

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234
 



HP rating

Fixed

4

30-2 wd. 30-2 wd.

5

Fixed

3

30-2 wd.

6

BB3.5 BB04

20-2 wd.

4' 5'

BB05

3-1/2'

BB06

6'

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

ArmstrongAg's Standard Duty Box Blade has 1/4" end plates  

Reversible 3/8" X 6" high carbon steel cutting edge. (front and rear)

Category I  3-Point Hitch.              Quick Hitch Compatible.

STANDARD DUTY BOX BLADES

BB3.5 BB04 BB05 BB06

Model

Width

400 lbs.340 lbs.267 lbs.

3/8"X6" Reversible

Number of Shanks

3/8"X6" Reversible

Fixed

460 lbs.

Fixed

Approximate Weight

Cutting Edges

Rear Blades

 



BBHS6.5

   4700 FM 109

  Brenham, Texas 77833 

 (979) 830-0176      1-800-880-0313

  FAX: (979) 830-0234

1225 lbs

 Heavy reinforced blade w/ 1/2" end plates   *    HP Rating -  10HP per Ft.

78"

BBHS6.5

HYDRAULIC BOX BLADE - BBHS

Commercial Box Blade w/ Hydraulic Shanks

BBHS8

WEIGHT

SCARFIRES 8

CUTTING WIDTH

HEAVY & TOUGH                  For Commercial Work and Serious Dirt Movers. 

2 - 1/2" x 6" reversible blades (rear hinged)        Rear Blade Floats or Locks Stationary 

Complete with Cylinder and Hoses   *     Cat. I & Cat. II Hitch  and Cat. I & Cat. II Quick Hitch

6

1125 lbs.

96"

Model

BBHS8

 



Model Weight

DBG5 717lbs.

DBG6 785lbs.

DBG7 853lbs.

DBG8 921lbs.

DBG10 1237lbs.

Model Weight

DBGLt5

DBGLt6 432lbs.

DBG

DOUBLE BLADE GRADERS

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

 Horizontal Support Bar Under Blade Holder for Added Strength

Also Available for Front Mount

2 - 1/2" X 6"  Reversible Cutting Edges  *  HP Rating - 10hp per ft.

Cat I & II QH Compatible , Clevis Hitch, Replaceable / Bolt on Skid Shoes

Support Pipe in Back for Rigidness,  18" X 72" Side Panels

SCARFIRES AVAILABLE

2-1/2"x6" Reversible Cutting Edges    *    HP Rating - 30-50 hp 

  DBGLT

396lbs.

12'X60" End Plates, Cat. I,  Quick Hitch Compatible 

SCARFIRES AVAILABLE

 



AH-6 AH-7

TMLT Hitch Only 40#

TM-D
Drawbar 

(optional)
9#

TM12-H Hitch Only 120#

TM23-H Hitch Only 150#

TM-B 2-5/16" Ball 4#

TM-D  Drawbar 9#

TM-OSS Spear Set 70#

TM12-PKG.
Complete 

Pkg
203#

TM23-PKG.
Complete 

Pkg
233#

Cat I & II Clevis Hitch, Quick Hitch Compatable 

(TMLT)  Cat I Hitch, Bottom receiver for 2" Drawbar only 

          GREASABLE HUB             CAT. I QUICK HITCH COMPATABLE                     

HEAVY DUTY TRAILER MOVER

Cat II & III Clevis Hitch, Quick Hitch Compatable 

        6Ft. Weight - 620#,                  7Ft. Weight -750#

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

ARENA HARROW

HP Rating -   30 - 60 hp

 



HD2020

HD1618

HD2020 HD2420

6-1/2' 8'

20 24

8 ga. / 4mm 8 ga. / 4mm

20" 20"

1050 lbs. 1150 lbs.

7 - 1/2" 7 - 1/2"

1 - 1/8" sq. 1 - 1/8" sq.

40-60 60-80

** Disc scrapers are available on 6-1/2' and 8' discs.     

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

HEAVY DUTY DISCS

HD2420     New Cat I & II clevis hitch QH I & II.

    Cat I shoulder pin Hitch & QH I.                   

ArmstrongAg's Heavy Duty 3-Point Discs are fully adjustable with quick pull pins. 

Built with heavy channel and square tubing frame that is designed to give years of  

dependable service.  Notched disc provides aggressive cutting. Sealed roller bearings 

on 1-1/8" square axle.    Discs are spaced 7-1/2" apart with cast steel spools.  

Model HD1618

Width 5'

Number of Blades 16

Blade Thickness 11 ga. / 3mm

Blade Diameter 18"

HP Rating 30-45

Approximate Weight 750 lbs.

Disc Spaces 7 - 1/2"

Axle Size 1 - 1/8" sq.

 



   
MD1216 MD1616 MD1618 MD2018

MD1216 MD1618 MD2018

4' 5' 6-1/2'

12 16 20

16" -  3mm 18"  -  3mm 18"  -  3mm

435 lbs. 540 lbs. 700 lbs.

20-30 35-50 40-60

5'

Rigid angle iron and rectanglar tube frame. Adjustable cutting angles.

Greasable ball bearings on 1" square axle.  7-1/2" disc spacing.

    Quick Hitch Compatible.

Model

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

MEDIUM DUTY DISCS - 3PT.

Number of Blades

30-45

MD1616

Approximate Weight

HP Rating

16

490 lbs.

Blade Size 16"  -  3mm

Width

 



Model DHDP2022 DHDP2422 DHDP2822 DHDP3222

Width 8' 10" 10' 4" 12' 13'8"

# of Blades 20 24 28 32

Weight 2700 lbs. 3200 lbs. 3700 lbs. 4450lbs

HP Rating 60-90 75-100 90-120 100+

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176       1-800-880-0313

FAX: (979) 830-0234

HEAVY DUTY PULL TYPE DISC

Heavy duty greasable bearings on 1-1/2" square axle.  

DHDP2022   DHDP2422    DHDP2822   DHDP3222  DHDP3622

DHDP3622

15'

36

4950lbs

120+

Optional Scrapers & Center Sweep Available  *   (weights shown include scrapers & sweep)

DHDP3222 has 3 bearings and hangers per gang

Ductile iron spacers for extreme toughness. 

Easy pin angle adjustments (no tools or cranking)

Notched or smooth, 22" X 5mm Blades on 9" centers 

11Lx15"  Flotation Tires, Jack, Cylinder & Hoses Included

 



MODEL WIDTH
# OF 

BLADES

# OF 

BEARINGS
WEIGHT 
W/SCRAPERS

TIRES/CYL

DHO-18-80 6'-8" 18 6 3400 lbs. 2/1

DHO-20-90 7'-6" 20 8 3760 lbs. 2/1

DHO-22-98 8'-2" 22 8 3930 lbs. 2/1

DHO-24-106 8'-10" 24 8 4100 lbs. 2/1

DHO-26-113 9'-5" 26 8 4270 lbs. 2/1

DHO-28-120 10' 28 8 4440 lbs. 2/1

DHO-30-128 10'-8" 30 10 5030 lbs. 4/2

DHO-32-135 11'-3" 32 12 5270 lbs. 4/2

DHO-34-143 11'-11" 34 12 5440 lbs. 4/2

DHO-36-150 12'-6" 36 12 5610 lbs. 4/2

DHO-38-158 13'-2" 38 12 5780 lbs. 4/2

DHO-40-165 13'-9" 40 12 5950 lbs. 4/2

130

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

HEAVY DUTY PULL TYPE OFFSET DISC

Heavy duty greasable bearings on 1-1/2" square axle.  

Notched or smooth, 24" X 6mm  Blades on 9" centers. 

Adjustable Hitch for Plow Alignment.

11Lx15"  Flotation Tires, Jack & Cylinder Included

Scrapers Optional

MINIMUM                            

HP RATING

110

80

85

90

95

100

70

135

115

120

125

 



   
DHD2422

Heavy duty greasable bearings on 1-1/2" square axle.  

80 -150 HP.

2100 lbs.

2300 lbs.

Combination Cat. 2 & Cat. 3 hitch  and Cat. 2 Quick hitch.

DHD2422 - 10' 4"

314 lbs.

Notched or smooth,  22" X 5mm Blades on 9" centers

Ductile iron spacers for extreme toughness. Easy pin angle adjustments (no tools or cranking)

50 lbs.            Optional Center Ridge Sweep & Clamp

DHD SCRAPER 24 SET

264 lbs.DHD SCRAPER 20 SET

DHD2022 - 8' 10"

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

SUPER HEAVY 3 PT. DISC

DHD2022

 



No. Shanks

Frame 

Width

Shank 

Spacing Weight

3 64" 15" 550 lbs.

4 64" 15" 650 lbs.

5 94" 15" 810 lbs.

6 94" 15" 910 lbs.

8 124" 15" 1195 lbs.

10 154" 15" 1460 lbs.

12 184" 15" 1725lbsArmadillo 12

Armadillo 6

Armadillo 8

Cat. II & III

Cat. I & II

Cat. I & II

Cat. I & II

Cat. I & II

Armadillo 5

Cat. II & III

Cat. II & III

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176                            

1-800-880-0313

FAX: (979) 830-0234

PASTURE RENOVATOR

Heavy 4" sq. tube frame. Each shank is shear bolt protected. 17" Flutted Coulters,

Armadillo 10

Lift Pin

Armadillo 4

New Clamp on Design,  1" U-Bolts on shank clamp,  3/4" U-Bolts on coulter clamp  

Cat I & II  QH Compatible        15hp per shank      

Armadillo 3

 



LENGTH : CH4 CH8 CH12 CH16

WEIGHT : 275 lbs. 490 lbs. 715 lbs. 920 lbs.

QL / unit 10 23 36 49

LENGTH : CHLT4 CHLT8 CHLT12

WEIGHT : 120 lbs. 195 lbs. 325 lbs.

QL / unit 8 18 28

4700 FM 109

Brenham, Texas 77833

(979) 830-0176                

1-800-880-0313

FAX: (979) 830-0234

With Flexible 2 way design.  Front and Back Pull Bars  2" x 7/8" Wall Pipe.  

Mats are 5/8” Round Stock,      Heat Treated       Depth - Bar to Bar - approx. 6 1/2' 

All Pull Bars and Chain Splices are Attached with Quick Links for Tangle Free Operation.

Front & Back Pull Bars - 2 X 1/4"

CHAIN HARROWS

Complete with Pull Chain and Clevis. Will attach to CHC.

LIGHT CHAIN HARROW 

Mats are 1/2" Round Stock

 



The Cat. I & II  3pt. Hitch CH carrier fits CH 4, 8, 12, 16.        Quick Hitch Compatible.

Great for arenas or transporting        Weight : 220 lbs.

CHC * CHAIN HARROW CARRIER

4700 FM 109

Brenham, Texas 77833

(979) 830-0176                 

1-800-880-0313

FAX: (979) 830-0234

CHAIN HARROW DOLLY

Easy Tongue Hookup for Pulling Behind Tractor or other Implements:

Renovators, Rollavators, Discs, Planters

Hydraulic lifting Heavy 4" Sq Tubing Frame

WARNING: NEGATIVE TONGUE WEIGHT, DO NOT PULL WITH TRUCK OVER 20 MPH

Includes 3x8 Cylinders, New 11L-15 Tires & Jack

 



FD816

SDRP500

8 - Notched Blades    16" Diameter

2" Ball Hitch   *  16" Flotation Tires

Weighs  315 lbs.

FLIP-OVER DISC FOR ATV'S 

AND LAWN & GARDEN 

TRACTORS

DO NOT PULL ON PUBLIC ROADS.

  Hillers (16" blades)  (sold seperately)

2" X 6' Tool Bar W/ 4 Clamps      

2 - 12" Bedders on offset shanks

2 - 6" Sweeps on straight shanks

2 - 8" Sweeps on offset shanks   

 Tool Bar Package

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

500 lb. Capacity  -  7.5 Bushels    -    Weight : 140 lbs.

3-PT. PLASTIC SEEDER

Driveline Included 

High Quality Plastic Cone     UV Resistant

Aluminum Housing Gearbox

Powder Coat Finish on Frame 

 



DBC

DOUBLE BALE CARRIER

6000 - FRONT END & 4000 - 3PT REAR

4 - 49" Replaceable Forged Spears on 40" Centers         Cat II & III

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

RBU

ROUND BALE UNROLLER

 

Cat I & II  Clevis Hitch    QH Compatible

3x8 Cylinder & Hoses,  Overall Width 64", Arm Length 52" 

Open - Approx. 84"    *    Closed - Approx. 36"                 Weight - 360 lbs.
 

 



RB1500I

RB1500II

RB2000I RB2000II

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

MODEL 1500

category I or II 3-point hitch. The 58" long forks are made of 2-7/8" heavy wall pipe and 

Cat I & II QH Compatible

MODEL 2000

ArmstrongAg's 3-point spear has a 

replaceable forged spear 49" long in the

 center for easy entry into the bale The two 1-

1/2" stabilizer spears keep the round

 bale stationary on the center spear. Available 

in category I&II 3-point hitch. 

 The RB1500 weighs approx. 132 lbs. and 

can handle up to a 2000 lb. round bale.

RB2000 can carry up to a 2000 lb. round bale.

Over 10,000 of these units are currently in use. The RB2000 is available in

ArmstrongAg's heavy duty 3-Point fork is designed for many years of trouble free use. 

 are spaced 44" apart. The weight is approximately 165 lbs. and the 

 



4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

BH  & BH  M SERIES

SKIDEURO & JD GLOBAL

AVAILABLE QUICK ATTACHES FOR 

ALL FRONT END LOADER 

ATTACHMENTS

JD 4/5 JD 6/7

 



RB2500

RB3500

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

MODEL 2500

The RB2500 weighs approx.              

230 lbs.

ArmstrongAg's front end loader     

spear is available with adjustable 

brackets or with

brackets for loaders with             

quick attach buckets. (QA)                     

The replaceable forged 

spear and 1-1/2" solid round          

stabilizer spears are                    

sturdy enough to carry 

2000lb. bales.  

RB2500 PIN SHOWN

ArmstrongAg's Bucket Mounted Spear allows you to stack 2000 lbs. round bales 

without the hassle of removing your front end loader bucket. With the mounting

brackets bolted inside your loader bucket, only one pin is required to attach

the bucket spear to the tractor. The RB3500 weights 162 lbs.

MODEL 3500

 



 The RB5500 weighs approx. 285 lbs. 

RB5500

ArmstrongAg's front end loader spear is 

designed to safely load and stack  

 large square bales.   It is available with 

adjustable brackets or 

  with brackets for loaders with quick 

attach  buckets. (QA)       

3 - 43" Replaceable Forged Spears on 64" 

wide frame carry  2000 lb. square  bales.

RB5500 SKID SHOWN

MODEL  5500

AVAILABLE IN PIN - ON OR QUICK ATTACH

FRONT BALE FORKS

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

MODEL 4500 

Has 2 - 49" Replaceable Forged Spears on 33" centers.           Approx. weight - 400 lbs.

 



Standard 42"  - Optional 48"

Does Not Free Float  *  Weighs approx. 500 lbs.

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

5000 lbs. -  Floating   *  Weighs approx. 500 lbs.

PF - PALLET FORKS

3 MODELS OF PALLET FORKS

With Quick Attach Options for

Skid, JD4/5, JD6/7, BH-M, BH,  

Euro, Massey Hook or Pin

PFLT

For Compact Tractors

Slides on 1-1/2 Shaft

42" Forks Only  *   Weighs approx. 260 lbs.

CPF 

Slides on 2" Shaft, Collars for OSS

Standard 42"  - Optional 48"

SBPF

4000 lbs. -  Two Rail Slide

 



URB60 URB72 URB84 URB96

690lbs. 725lbs. 775lbs. 850lbs.

22" 22" 22" 22"

32" 32" 32" 32"

60" 72" 84" 96"

UBP5 UBP6 UBP7 UBP8

480lbs. 530lbs. 580lbs. 630lbs.

24" 24" 24" 24"

34" 34" 34" 34"

60" 72" 84" 96"

Approx. Weight

3/16" Plate      *     5/8" x 6" Hardened Cutting Edge 

Height

Depth

Width

Model

Approx. Weight

Designed for Tractors 30-100 HP - 2" Spacing   *   Plate & Tines - 5/16" thick 

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

UTILITY ROCK BUCKET

Width

UTILITY BUCKET - PLAIN

Model

Height

Depth

 



Width # of Down Tines Tine Spacing Approx. Weight

60 11 6 440

64 5 15  1/4 610

64 9 7  1/4 770

72 6 13  3/4 670

72 11 6  1/2 840

86 13 6  1/2 1000

NEW !!! BGR MINI 20-35 HP 2- 2 1/2 X 7 CYL 45" OPEN

BGRSSS Available for Additional Cost. Required for Skid Steer Loaders.

Model

BGR86-13

BGR64-5

BGR64-9

BGR72-6

BGR72-11

BGR MINI

3/4" Thick Down Tines with Heat Treated Tips  

Grapple Arm Opens to 60".      **    (B) stands for Back Only

Includes 2 - 3X8 Cylinders with Stub Hoses & Quick Couplers

Bottom Pipe Supports act as Skid for Depth Control.

Quick Hitch or Pin-on Brackets Available.

Designed for 30-80 HP.

                                         4700 FM 109

                                        Brenham, Texas 77833 

                                (979) 830-0176      1-800-880-0313

                                   FAX: (979) 830-0234

BRUSH RAKE GRAPPLE

 



Width # of Down Tines Tine Spacing Approx. Weight

82 9 10 3/8" 910 lbs

72 8 10 3/8" 860 lbs

62 7 10 3/8" 800 lbs

62 7 10 3/8" 600 lbs

42 5 10 3/8" 455 lbs

GRAPPLE

GRD82

GRD72

GRD62

GRS62

GRS42

Grapple Back has 1/2" tines w/10 3/8" Spacing

2 7/8 Support Pipe in Front Acts as Skid for Depth Control

Available to fit most Quick Hitch and/or Pin on Loaders

Model

New Design includes 2 1/2" X 7 Cylinders

                                         4700 FM 109

                                        Brenham, Texas 77833 

                                (979) 830-0176      1-800-880-0313

                                   FAX: (979) 830-0234

BRUSH RAKE GRAPPLE

GR(D) D= DOUBLE TOPS    GR(S) S= SINGLE TOP

 

 



BUG20 200 lbs.

BUG20 20" Width

UGR6

650lbs.

6 Ft.

 

Includes 2 1/2" x 7 cylinder & hose

UTILITY GRAPPLE

Designed for Tractors 30-70 HP

Strong 32" heat treated tines are replacable

Grapple arm opens full 90
o

Includes 3x8 Cylinder and 

Stubhose with restrictor & male quick couplers.

Quick Hitch or Pin-on Brackets Available   *  2000 lbs. Capacity

WEIGHT

Add On Grapple to Fit Most Utility & Rock Buckets 

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

BUCKET GRAPPLE

 



Cat I & II Clevis Hitch, Cat I & II QH Compatible

Greasable Hub & Wheel Bearings, Shank - Shear Bolt Protected, 

Point - Replaceable, Jackstand, Approx. 400#

For underground placement of treated bait for gophers.  The Armstrong Ag RR

(Rodent Ridder) uses a 20" coulter to slice through the root & grass mat.  This 

minimizes ground disturbances by the shank.  The drop tube is attached, directly to the 

hopper: which eliminates spillage.  Also, the hopper is attached directly to the shank & has  

a spill proof lid.  The drive/packer wheel has a unique design allowing for better 

traction & lessens tunnel collapses.

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

RODENT RIDDER

 RR 

 



Weight # of Tines # of Wheels
Weight 

Box 

# Of 

Cylinders

1900 lbs. 40 2 1 or 2 1

2100 lbs. 48 2 2 1

2400 lbs. 64 2 2 1

2950 lbs. 80 4 2 or 3 2

3700 lbs. 88 4 2,3,4 2

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

ROLLAVATOR

RV 15

The Armstrong Ag Rollavator (RV) is a Rolling Aerator With Tines That

Penetrate and Shatter Compacted Soils.  Sealed greasable bearings

 Easy Adjust Gang Arms Allow For More Aggressive Plowing. 

Cement Weight Blocks (860# ea.)  are Recommended For Greater Penetration. 

Model

RV6

RV10

RV8

RV12

  6-10 H.P. Recommended Per Foot.        Tine Spacing - 7 1/2" 

3x8 cylinder            1-3/4" Axle               11Lx15 Tire - 10 ply

 



RP4.5 RP6 RP8

4.5' 6' 8'

70 90+ 120+

865 lbs. 940 lbs. 1040 lbs.

V shape - 1" thick blade  /  5/8" hardened cutting edge

Steel Guage Wheels w/ bearing hub     *     1" thick drop plate

5' - 10' Widths               Recommended 15 HP per Foot

                4700 FM 109

                  Brenham, Texas 77833 

                 (979) 830-0176      1-800-880-0313

                FAX: (979) 830-0234

HEAVY DUTY ROOT PLOW

Category II & III     Quick Hitch Compatible

26" Vertical Clearance

Model RP5 RP7 RP9

Approx Weight 890 lbs. 990 lbs. 1090 lbs.

Width 5' 7' 9'

RP10H

10'

RP12H

12'

150+

1930 lbs.1800 lbs.

MINIMUM HP Rating 75+ 105+ 135+ 150+

 

ROOT PLOW

HEAVY ROOT PLOW



Width

16

28"

42"

AVAILABLE FOR MOST QUICK HITCHES

3 PT ROOT GRUBBER
3/4 Drop Plate               5/8 Hardened Cutting Edge

4700 FM 109

Brenham, Texas 77833 

(979) 830-0176      1-800-880-0313

FAX: (979) 830-0234

FRONT END ROOT GRUBBER

16" WIDTH             DESIGNED FOR 35-95HP

RG16F 370 35-95 Available in most Quick Attach

3/4 Drop Plate               5/8 Hardened Cutting Edge

EXPANDED METAL PROTECTION CAGE

17" VERTICAL CLEARANCE

Model Weight

Cat I & II Clevis Hitch

RG28 256 lbs 30-50 Cat I Shoulder Pin

RECOMMENED      

HP Rating
Hitch

RG42 304 lbs 45-75

 


