LM-Series UL Rotary Tillers

2.4. TILLER SPECIFICATIONS

!

TILLER MODEL

LM0.9 (LM36)

LM1.2 (LM48)

LM1.5 (LM60)

Overall dimensions mm 1035 x 805 x 600 | 1340 x 805 x 600 | 1645 x 805 x 600

in 33.5" 45.6" 58.2"
Tilling width

cm 85.09 115.82 147.83
Recommended
Tractor HP range HP 15-25 20-35 25-40

Cat. I, Cat. I, Cat. I,
3-point Hitch type - compat. Quick compat. Quick compat. Quick
. Hitch I cat. ASAE | Hitch I cat. ASAE | Hitch I cat. ASAE

Frame off-set in - 4" -
Number of Flanges on
Rotor No. 4 6 7
Number of tines per No. 24 36 42
Flange
PTO Input speed rpm 540 540 540

rpm
Rotor Shaft Speed @540 245 242 242
Standard Tine
Construction - curved curved curved
Transmission type - gear gear gear
Max Working depth cm 16.51 16.51 16.51
Rotor tube diameter mm 70 70 70
Rotor Swing Diameter mm 375 375 375
Driveline safety device - slip clutch slip clutch slip clutch
Weight (driveline -5 e = et
excluded) K. 153 181 200




